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EOC 1-11 | Ethernet over Coax 

 9 Peer-to-Peer
 9 Date transmission frequency 
range 5...65 MHz

 9 720 Mbps gross data rate
 9 2 x RJ 45 Connectors

EOC 2-11 | Ethernet over Coax/WiFi

 9 As  EoC 1-11
 9 WiFi for Tablet, Smartphone,  
Notebook etc.

 9 128 bit-AES- Encryption

Ethernet over Coax | Peer-to-Peer

Available devices:
EoC 1-11 | Ethernet over Coax | single device
EoC 2-11 | Ethernet over Coax | WiFi | single device

Ethernet over Coax – 
as easy as a switch!
The EoC devices EoC 1-11 and 2-11 build an Ethernet-over-
coaxial cable over the coaxial cable by using the G.hn stan-
dard. This EoC network acts like a huge Ethernet switch. 
Two Ethernet devices (PCs, notebooks, servers, printers, 
smart TVs, etc.) can be connected to any EoC device.
Furthermore, the EoC 2-11 is equipped with WiFi.
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Type EOC 1-11 EOC 2-11
Frequency range 5…1218 MHz

Connectors (TV | EoC) 2 × F-Buchse

Frequency range TV bypass 85…1218 MHz

Frequency range transmission 5…65 MHz

Maximum allowed attenuation in coaxial network 80 dB

Data rate 720 Mbps (gross)

EoC standard ITU-T G.9960/G.9961 G.hn over Coax

Max. number of devices in EoC network 16

Ethernet standards IEEE 802.3u 100BaseT Fast Ethernet | IEEE 802.3ab 1000BaseT Gigabit Ethernet

Connectors (LAN) 2 × RJ 45

Data interface 100 | 1000 Mbps

WiFi – IEEE 802.11b/g/n

128 bit-AES Encryption – 802.1x/WPA/WPA2

Power consumption 4 W

Operation voltage with power supply unit 12 VDC

Ambient temperature range (acc. to EN 60065) 0°C…40°C

Dimensions (W × H × D) appr. 130 x 95 x 32 mm

Rear panel

TV bypass

EoC (G.hn)

Operation LED2 × RJ 45 (Ethernet)

WiFi-LED (EoC 2-11 only)


